
MAC SERIES FACT SHEET

HANDRAIL

TIMBER MATERIAL: 
- 38 mm Round Vic Ash

BALUSTRADE
MATERIAL: 
-
- 8 mm Racking Balustrade
FINISH: 
- Baluster in Powder-coated Steel
- Raking Balustrade in Stainless Steel

 22 mm Diameter Balusters

TREADS

FLOATING TIMBER
- 38 mm Timber with 
non-slip nosing
- Timber (Plantation 
Rubberwood)

COLOURS
POWDER-COATED STEEL
- All Powder-coated components are 
available in your choice of 22 standard 
colours. Custom colours are also available.

Stairwell Diamter (mm) 1500Stairwell Diamter (mm) 1500

No. of steps to the circle 14
The going (degrees) 25.7
Riser height 205-220

Stairwell Diamter (mm) 1500

No. of steps to the circle
The going (degrees) 25.7

POWDERCOATED 
- 38 mm Round 
Powder-coated Steel

STAINLESS
- 38 mm Round 
Stainless Steel

INLAYED TIMBER
- 38 mm Timber with 
non-slip nosing
- Timber (Plantation 
Rubberwood)

16

178-190

2000

22.5

COMCORK 
- 
- Powder-coated, Hot 
Dip Gal or Stainless 
Steel Frame

3 mm Comcork


