


Standard Landing fixing Balcony Railing 
Post Base

75

105

4 number Screwbolts  75*8
Drill 8 mm hole for masonry 
Drill 7 mm hole for timber.  4 number Screwbolts  75*8

Drill 8 mm hole for masonry 
Drill 7 mm hole for timber.  

FIXING DETAILS

SETTING OUT EXAMPLES
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16 Treads to circle
at 22.5 Degrees

 1880  Diameter     178 mm to 190 mm  Riser 16  Treads to circle at 22.5 Degrees

Some typical top landing  examples

Corner square Corner triangle Cantilever Balcony triangle Round triangle

Dotted li ne  de no tes fixing  face

Base Plate
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PHOTOS

DATA SHEET enzie UNI ENCLOSE 2000/16 SPIRAL STAIR  

! 22 Standard Colours
! 6 Metallic Colours
! Non-slip tread-pads

! Your Choice of Hard Woods
! Clear Polyurethane Finish
! Non-slip Nosing

! 304 or 316 ! Opt. Anodizing ! 6mm Toughened Glass

Powder-Coated Timber-Overlays Stainless Steel Aluminium Enfold Glass enfold

Ga ps in stair
ha nd rail

Ga ps in balco ny  railing

Note: Overall 
thickness of landing 
to be 120 mm limit. If 
landing not supplied 
by enzie then consult 
enzie representative 
before constructing  
stairwell
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Standard stairwell and Balcony rails

Ga ps unde r steps

D.N.
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Finished opening circular or square
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Steel landing 
supplied by 
enzie or 
timber 
landing built 
in as part of 
stair 
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Fin ish ed opening  ci rcu lar  or  square


